
CONOCOPHILLIPS COMPANY
LOS ANGELES REFINERY, WILMINGTON PLANT

SOUTH FLARE

Reporting Period: October 1, 2003 . December 31,2003

Flarlnq Event Data

Content
(PPM as

H2S)
5536

Average Vent i
Gas Flow Rate

(SCFM)

2000

Higher Heatingl
Value

(BTU/SCF)
1286

lotal Event Flow

(MSCF)
70

Event Start Event I Event

En Time HHV Basis

Melh 3588-91

213
182
~

~ 1119
T18
22"54

~ :~~m~~3588-91 MeIh 3588-91

Estimation
~ 1913:~~~~110/31/20031~ I 1060

2121
3881
6940

-
Meth 307-91
Estimation-I 12/18/2003 I 12:30 I 12/18/2003 I 12:58 I



DAILY EMISSIONS FROM FLARES





CONOCOPHILLIPS COMPANY
LOS ANGELES REFINERY. WILMINGTON PLANT

SOUTH FLARE

Monitor System: System Downtime

Breakdowns and unplanned Maintenance

Hours Offline ExplanationS~~8t8/Tlmel I End (DatefTimel
None

Assumlltions:

Criteria pollutants were calculated using interpolated sample results fa' days with k)N adivity and no sample.

For days that had one or more flare events the lab results or estimations were used as representative
for the enitre day. This results Is some over estimation and wiH be refined to be more representative in future reports.

Sulfur content and Higher heating value were estimated fa' events that did not have sample results available.

The estimates were calculated per h Rule 1118 Plan using results from similar events and similar time frames

Estimates for unknown sources Mre calculated from event information during a similar time frame.

No sample required for Events with duration of 30 minutes or less per Rule 1118.




